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PUNCH-LOK SAFETY CLAMPS AND TOOLS 


Quickly Installed, Smooth Non-Cutting Band Clamps that Lock Securely 
to Withstand Most Operating Pressures. 


Punch-Lok clamps represent the newest method of banding hose or 
splicing cable. The clamp is a band of galvanized steel that forms a 
double wrap around hose or other objects and locks in place with a 
hammer-punch locking tool. It can be installed in 15 seconds and re- 
quires no bolts or buckles. It finishes off smoothly so hose, pipe, or cable 
can be placed through restricted openings after the connection has been 
made. Available in two types: 


PREFORMED CLAMPS 


are complete rings—shaped to slip over the ends of hose, nipples, con- 
nections, or other sections to be joined. 


pipe or cable are blocked and pre-formed clamps cannot be slipped in 
place. 


Both styles are made from high tensile strength electro galvanized 
steel which withstands drawing, forming, and bending, without peeling, 
flaking or rusting. Punch-Lok bands are also available in Everdur (a 
copper alloy) for electrical uses. 


Installation is Simple. Locks Securely. 


A lightweight tool tightens the clamp like a vise. One blow with a 
mallet pierces the metal and forms a seal which withstands any reason- 
able pressure. The unused end of the band breaks off at the Lok, leaving 


a smooth finish. 


Speeds Repairs. 
Installation can be completed in 15 seconds, and the tool, which weighs 
only 2% pounds, can be set up as a bench tool or used as a portable unit. 


OPEN END CLAMPS 


are straight bands made to curve around hose, cable or other objects 
that need banding. Very often this type must be used when ends of 


For Applying All 54-Inch Width Clamps . 


) ds Hold M-P-1 Loking Tool as shown with ball handle all the way forward and limi 
RELEASE ring raised above punch head. Insert Punch-Lok clamp and push the end entirely into 
LEVER the tool until the LOK is held in puller housing jaws. 






End of clamp fits up into “throat” of Loking 
tool while pre-formed loop extends in front. 


2. Slip the hose with nipple inserted into the clamp and locate clamp directly over 
groove (position of groove can be laid out on hose with chalk), tighten the clamp with 
downward strokes of ball handle, using short strokes after initial slack is out so that 
ball handle finishes in down position. 





After hose and nipple are slipped into loop, 
upright lever draws clamp tightly in place. 


3. Hold the tool with clamp resting on Vee block, vise, or other solid surface (Vee 
block best), swing Punch Head down against Lok and strike hard with mallet; this 
“Loks the Clamp.” Raise Punch Head to free punch. Hold hose to keep from turning 
and raise both handles of tool up together which will break off band at Lok. Pein corners 
of Lok down smooth. To remove cut off end from tool, operate ball handle to work it 
through holding dog. Then press release lever and pull strip out toward rear of tool. 
With normal use this Loking Tool will give long and continued use. Apply a few drops 
of light oil on working parts. DO NOT USE FORCE. 

To insert the Adapter, hold the tool with the Punch Head M-D-201 raised as shown and 
place the Adapter under the nose with the bent ends up and push back until shoulder 
rests against front of nose. The M-D-229 Clamp Adapter under the pusher nose part 
M-D-206 centers the narrower clamp in the tool. 


PUNCH 
HEAD 





Impact of mallet on tool-head drives punch into 
band and locks it to form a pressure-tight seal. 


Instructions for Using No. M-D229 34-Inch Wide Small Clamp Adapter 


The M-P-1 Loking Tool described above, as shipped, is ready for use in applying all 
sizes of %-inch Regular and Heavy Duty hose clamps. To apply the %-inch wide small 
clamp use the M-D-229 Adapter furnished with tool. 





M-D289 Clamp Adapter 


Follow operating instructions above in placing the %-inch clamp in the tool. 
Bear down on the tail piece of the clamp to get it started under the nose. 
When adapter is removed, for regular clamp application, keep it with supply 
of %-inch clamps or extra tool parts so as not to lose it. 





For Complete Listing and Prices see Page 984. 
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PUNCH-LOK SAFETY CLAMPS AND TOOLS 





Punch-Lok Preformed Clamps 


Made from high tensile strength galvanized steel, or Everdur (a 
copper base alloy for electrical work). 


Due to the variation in wall thickness of different types of hose, 
inside diameter of clamp is shown. A convenient way to select proper 
size clamp to to measure outside diameter of hose over inserted 


fitting and select the next larger size to clear. 


Standard Steel 


36” band .020” thick 


Heavy Duty Steel 
5” band .030” thick 





Inside 54” band .023” thick 
Diameter Band Pieces Order Mfr’s Order 
of Clamp Width Per by this ListPer by this 
Inches Inches Package Number 100 Pieces Number 
% 36 200 M- 3 $ 4.25 
1% 3% 200 M-311 4.50 Siete sas 
1 5% 100 M- 4 6.35 BPN anal 
1% 58 100 M- 5 Caer ees 
1%. 58 100 M- 6 8.10 +M- 6H 
a 1% 56 100 M- 7 9.30 +M- 7H 
4 2 5% 100 M- 8 10.15 M- 8H 
7 2% 56 100 M- 9 10.70 M- 9H 
2% 5% 50 M- 10 11.25 M-10H 
2% 56 50 M- 11 11.75 M-11H 
3 5% 50 M- 12 12.85 + M-12H 
3% 56 50 M- 14 13.90 + M-14H 
4 5% 25 M- 16 15.00 + M-16H 
4% 56 25 M- 18 17.00 + M-18H 
5 5% 25 M- 20 19.25 + M-20H 
6 56 10 M- 24 21.40 + M-24H 
ooo. 








Band Pieces 
Diameter Width Per 
Inches Inches Package 
3% 3% 200 
1% 3% 200 
2 58 100 
2% 56 50 
3 56 50 
3% 56 50 
4 56 50 
41% 56 50 
5 58 25 
6 5% 25 
y 56 wee 
8 56 iuias 
9 5g igs 
10 5% aa 
12 56 PENIS 
14 5% eis 
16 56 ee 
18 56 Boks 
20 5% pie He 
24 56 lesa 
30 5% EC 
36 58 edb 
42 56 kes 
48 ie peers 





Retail prices quoted above are those found to be prevailing in the Cleveland area. 


Mfr’s 
List Per 
100Pieces 





Everdur 
34” band .020” thick 
54” band .023” thick 
Order Mfr’s 
by this List Per 
Number 100 Pieces 
M- 3E $ 7.50 
M-311E 8.75 
M. 4E 12.00 
+M- 5E 13.50 
+M- 6E 14.50 
+M- 7E 16.00 
~+M- 8E 18.00 
+M- 9E 20.00 
+M- 10E 21.00 
+M- 11E 22.00 
M- 12E 23.00 
M- 14E 25.00 
M- 16E 27.00 
M- 18E 30.00 
+M- 20E 35.00 
+M- 24E 40.00 


Punch-Lok Open End Clamps 


Made from high tensile strength galvanized steel, or Everdur (a 
copper base alloy for electrical use). 


On some repair jobs a preformed clamp cannot be used because 
the ends are blocked—then form your own double-wrapped clamp. 
Never use a single-wrap clamp as it will not develop the proper 
holding power. The frictional grip developed between the double- 
wrapped bands is maintained and held by Punch-Loking the clamp. 


Standard Steel 
34” band .020” thick 
54” band .023” thick 


Order 
by this 
Number 


+M-O-311 
+M-0-8 
+M-O-10 
+ M-O-12 
+M-O-14 
+M-0-16 
+M-O-18 
+M-O-20 
+M-O-24 
+M-O-28 
+M-O-32 
+M-0-36 
M-0-40 
M-O-48 
M-0-56 
-O-64 
-O-72 
-0-89 
-O-96 
-O-120 
-O-144 
-O-168 
-O-192 


SHER PE EE EH HHH 
SSSSSSRE 


Mfr’s 
List Per 


100 Pieces 


$ 4.25 


10.15 
11.25 
12.85 
13.90 
15.00 
17.00 
19.25 
21.40 
27.80 
30.00 
31.00 
33.00 
36.00 
38.50 
39.60 
42.80 
45.00 
48.00 
53.50 
61.00 
71.70 
78.00 


Heavy Duty Steel 
54” band .030” thick 


Order 
by this 
Number 


ewe wn enn eee ne 


+M-OH-10 
+M-OH-12 
M-OH-14 
M-OH-16 
+M-OH-18 
+M-OH-20 
+M-OH-24 
+M-OH-28 
+M-OH-32 
+M-OH-36 
+M-OH-40 
+M-OH-48 
+M-OH-56 
+M-OH-64 
+M-OH-72 
+ M-OH-80 
+M-OH-96 
+ M-OH-120 
+M-OH-144 
+M-OH-168 
+M-OH-192 


Mfr’s 
List Per 


100 Pieces 


Everdur 
36” band .020” thick 
54” band .023” thick 


Order 
by this 
Number 

+ M-0O-3E 
+ M-O-311E 
+M-O-8E 
+ M-O-10E 
+ M-O-12E 
+M-O-14E 

M-O-16E 

M-O-18E 
+M-O-20E 
+M-O0-24E 
+ M-O0-28E 
+ M-O0-32E 
+ M-0O-36E 
+ M-O-40E 
+M-O-48E 


Mfr’s 
List Per 
100 Pieces 


$ 7.50 
8.75 
18.00 
21.00 
23.00 
25.00 
27.00 
30.00 
35.00 
40.00 
43.00 
45.00 
48.00 





M-D-300A 


a A, 
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Loking Tools 





For use with Punch-Lok Preformed and Punch- 
Lok Open End Clamps. 
M-D299 Clamp Adapter and 2-lb. Mallet. Ship- 
os weight 5 lbs. 


Complete with No. 


_._.Each $13.75 


Bench Adapters 





Converts port- 
able tool to 
bench 
tool. 
justable _ slid- 
ing Vee block. 


Shippin 
weight 5 lbs. 


PER he Oe a 


Showing Tool in Place 


Parts for Loking Tools 






D-220-A 


a OY 
D-215 Ne) 
: = : 





B (cette) 
D-2i7 


D-2i2 





co = =. QO" = 
D202 AZ es 
=a 2 D-204 D-209 
S=o\ = D-207 '@ ey 

D-20r RES > 
0. Part Mfr’s List 
q. Number Name Price, Each 
+M-D-201 Punch Head $2.50 
+M-D-202 Punch .10 
+M-D-203 Set Screw .05 
M-D-204 Punch Head Pin, 1)” long .30 
M-D-205 Pusher Housing 2.00 
+M-D-206 Pusher Nose 1.50 
+M-D-207 Holding Dog 1.04 
+M-D-208 Pusher Nose Pin, }§” long. .25 
+M-D-209 Holding Dog Spring (long) .14 
+M-D-211 Puller Link Pai: .35 
+M-D-212 Puller Link Pin, %” long Pr. .20 
+M-D-213 Puller Housing 2.00 
+M-D-214 Pulling Dog 1.00 
+M-D-215 Pulling Dog Pin, 1%” long .30 
M-D-216 Release Lever 25 
M-D-217 Pulling Dog Spring (short) .10 
+M-D-218 Release Lever Pin .05 
+ M-D-220-A Ball Handle 2.90 
+ M-D-222-A Bar Handle .45 
+M-D-223 Washer .05 
+M-D-224 Wrench .20 
+ M-D-225 Mallet 2.00 
+M-D-228 Formed Washer 05 
M-D-229 %” Clamp Adapter 60 
+ M-D-231A Pusher-Puller Assembly 5.25 


Freight to destination should be added. 


+ Goods marked thus() are not carried in stock and can be furnished only by shipment direct from factory. 


